
 

DECLARATION OF PERFORMANCE 
according Annex III of the Regulation (EU) No 305/2011 

amended by Commissions delegated Regulation (EU) No 574/2014 
 

 
No 077 

 

 
Unique identification code of the product-type: 
 

VANDEX REFURBISHMENT PLASTER white  
 

 
Intended use/es:  

Renovation mortar for rendering/plastering of humid  and/or salt containing 
internal and external walls, ceilings, columns and partitions 

 

 
Manufacturer: 

Vandex Isoliermittel Gesellschaft m.b.H. 
Industriestraße 21 

DE-21493 Schwarzenbek 
 

 
System/s of AVCP: 

System 4 
 

 
Harmonised standard: 

EN 998-1:2016 
 

 
Notified body: 

not relevant 
 

  



 

Declared performance/s: 
 
Essential characteristics Performance System of assessment and 

verification of constancy of 
performance 

Harmonised 
Technical 
specification 

Reaction to fire class A1 

System 4 EN 998-1:2016 

Water absorption >0,3 kg/m² after 24 h 

Water vapour permeability µ ≤ 15 

Adhesion ≥ 0.08 N/mm² 

fracture pattern B 

Thermal conductivity λ10,dry,mat ≤ 0.45 W/(m · K) 

(tab. mean value; P = 50%) 

Durability (against 
freeze/thaw) 

evaluation based on 
provisions valid in the 
intended place of use of the 
mortar 

Dangerous substances complies with 5.3.4 

 
 
 
The performance of the product identified above is in conformity with the set of declared performance/s. 
This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the 
sole responsibility of the manufacturer identified above. 
 
 
Signed for and on behalf of the manufacturer by: 
 
 
 
 
 
 
Schwarzenbek, 20.02.2019 Marc Torben, Managing Director 
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